PILLOW BLOCKS

UCPH 200 type

Normal Duty
Set-screw Locking

Unit No. SI’),:::;E:\ Dimensions i g:?z: Bearing Housing | Weight
mm h a e b 85 s g w Bi n e No. No. kg
UCPH 201 12 70 127 | 95 40 | 13 19 15 | 01 31 127 | MI0 uc 201 PH 204 1.0
UCPH 202 15 70 127 95 40 13 19 15 101 31 12.7 | MI10 uc 202 PH 204  0.99
UCPH 203 17 | 70 127 95 40 13 19 15 101 31 127 | M10 uc 203 PH 204 | 0.98
UCPH 204 20 70 | 127 95 40 13 19 15 101 3 12.7 | MI10 UC204  PH204 | 0.96
UCPH 205 25 80 140 105 50 | 13 19 16 114 | 340 143 | MI0 uc 205 PH 205 1.2
UCPH 206 30 90 | 165 121 | 50 | 7 21 18 130 38.1 15.9  Ml4 uc 206 PH 206 1.9
UCPH 207 35 95 | 167 127 60 17 21 | 19 | 140 | 429 | 17.5  Ml14 | UC207  PH207 | 2.4
UCPH 208 40 100 184 137 70 17 25 19 149 | 49.2 | 19 M4 uc 208 PH 208 | 2.8
UCPH 209 45 105 | 190 146 | 70 17 25 20 157 | 49.2 | 19 M14 uc 209 PH209 | 3.2
UCPH 210 50 110 206 159 70 20 25 | 22 | 165 | 516 [ 19 | M6 uc 210 PH210 | 3.6




